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Rated data

Electrical data

RB Pd QB Umax

 [�] [W] [kWs] [VDC]

ERBS015R800W

15

800 120

800

ERBS015R01K2 1200 180

ERBS015R02K4 2400 420

ERBS018R800W

18

800 120

ERBS018R01K2 1200 180

ERBS018R01K4 1400 210

ERBS018R01K9 1900 285

ERBS018R02K8 2800 420

ERBS027R600W

27

600 90

ERBS027R01K2 1200 180

ERBS027R01K4 1400 210

ERBS047R400W
47

400 60

ERBS047R800W 800 120

RB Resistance

Pd Permanent power

QB Heat quantity

Umax Max. operating voltage
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Mechanical data   

Design 1

ERBS102

a b c1 c3 c4 c5 d3 e e1 g1

[mm] [kg]

ERBS015R800W 710

105 155.5 48

531

45 90 114 110 6.2

4.0

ERBS015R01K2 1020 841 5.6

ERBS018R800W 710 531 4.0

ERBS018R01K2 1020 841 5.6

ERBS018R01K4 1110 931 6.3

ERBS027R600W 550 371 3.1

ERBS027R01K2 1020 841 5.6

ERBS027R01K4 1110 931 6.3

ERBS047R400W 400 221 2.3

ERBS047R800W 710 531 4.0
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